
Short Term Rental Fire Safety Checklist 

This is a summary checklist to ensure compliance with Fire and Safety codes.  The entire International 

Fire and Safety Code may be referenced for more information. 

Please ensure compliance with the entire checklist PRIOR to completing 

the short term rental application. 

 Address plainly visible from street, four inch height minimum  

 Smoke detectors installed and operational in each sleeping room, areas giving access to sleeping 

rooms and on each level including basements  

 Carbon Monoxide CO detectors installed and operational outside each sleeping area near 

bedrooms in dwellings which have fuel‐fired appliances and dwellings with an attached garage  

 Portable fire extinguishers (minimum 2A10BC multi‐purpose) accessibly mounted on each level, 

if more than one level  

 Emergency egress windows installed in each sleeping room, minimum dimensions are 5.7 

square feet clear opening, height 24 inches, width 20 inches, and maximum 44 inch height from 

the floor  

 Egress windows and exit doors are operable  

 Exit paths are clear and unobstructed  

 Flammable liquids should be stored in approved containers, quantities and cabinets  

 Any electrical outlets within six feet of a sink requires GFCI ground‐fault‐circuit interrupter 

protection  

 Handrails shall be provided on at least one side of each continuous run of treads or stair flight 

with four or more risers  


